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DONE     2827     DONE

SPF Industrial Lighting LED Driver

PRODUCT FEATURES
A：Potentiometer current adjustment version 
S：3-in-1 dimming version 
X：12 auxiliary source version

.......

Rated input voltage:120-277Vac
Output voltage:180-260Vdc,constant power voltage range@200-260V.
Efficiency up to 95%/High PF≥0.95/THD≤10%@230VAC Low THD interference.
Surge protection:4/4KV.
Protection level: IP65.
SCP/OTP/OVP/UVP protection .
Life time>50,000 hrs.And 5 years warranty.

CLASS P

120W

150W

200W

240W

180-260V 200-260V 0.95

0.95

0.95

0.95

D*H 110*58mm

D*H 110*58mm

4KV/4KVDL-120W-V260A/S/X-SPF 60～120W 120-277V 0.25-0.6A

180-260V 200-260V 4KV/4KV D*H 127*60mmDL-240W-V260A/S/X-SPF 200～240W 120-277V 0.75-.1.25A

180-260V 200-260V 95%

95%

4KV/4KV D*H 127*60mmDL-200W-V260A/S/X-SPF 150～200W 120-277V 0.55-1.05A

180-260V 200-260V 95%

95%

4KV/4KVDL-150W-V260A/S/X-SPF 100～150W 120-277V 0.35-0.75A

CONSTANT VOLTAGE LED DRIVER 
APPLICATION SCENARIO


